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SPECIAL PROVISION 
SECTION 510 

SPECIAL DETOURS 
 

Section 510, Special Detours of the Standard Specifications is amended as follows: 
 
510.042 Vehicular and Pedestrian Traffic Not  Separated:  The following shall be added to f. 

Waterway Opening. 
 
The bridge clearances shall be adequate to allow recreational boat traffic below the structure.  The 

vertical clearance shall be equal to or greater than the existing bridge structure. 
 
510.042 Vehicular and Pedestrian Traffic Separated:  Remove section and replace as follows: 
 
The provisions of both Section 510.03-Vehicular Traffic Not Separated, and Section 510.041-

Pedestrian Traffic Only, shall apply to this Section.  The pedestrian sidewalk shall be overhanging out from 
the bridge structure.  A traffic rail shall separate the pedestrian sidewalk and the roadway.  A pedestrian 
height rail shall be on the exterior of the overhanging sidewalk.  The temporary structure shall be curved and 
have two lanes of vehicular traffic and minimum lane widths of 3.6 m lanes. 

 
A temp orary waterline shall be supported by the temporary structure.  The KKW Water District 

shall supply the HDPE pipe, fittings, and equipment and labor required to make the tie-ins.  The Contractor 
shall supply the hanger system design and materials required for the waterline.  The support system shall be 
designed by a Professional Engineer Registered in the State of Maine.  The unfactored design load for the 
water and pipe is 55 pounds per foot. 

 
510.053 Vehicular and Pedestrian Traffic Separated:  The following shall be added to this Section. 
 
The temporary structure shall be built as to cover the length of the wetland.  No temporary fills 

shall be placed on existing wetlands.  The abutments shall be built on the roadway as not to extend into the 
wetland areas.  The piers shall be pile bent with only piles impacting the wetland. 

 
510.055 Temporary Utility Poles:  The following shall be added to this Section. 
 
Temporary pipe piles shall be placed by the Contractor for use as utility poles as shown on the 

plans.  The pipe piles shall be designed by a Professional Engineer Registered in the State of Maine 
according the National Electric Safety Code.  The following design loads were supplied by the utilities and 
are given below.  The utilities shall need assistance reaching the poles to attach their cables and remove 
their cables from the poles.  If there are any questions about the design loads or materials used for the 
temporary utility relocation, please contact the respective utility contacts given in Special Provision Section 
104 - Utilities. 

 
a.Verizon:  The cable weight including storm effects is 3.0 pounds per foot.  The hardware required 

includes a ¾” galvanized bolt; coarse thread protruding approximately from the face of pole will be required 
at each pole.  The attachment bolt shall be located a minimum of 12” under the proposed cable television 
attachment. 

 
b. Time Warner Cable:  The ¼” galvanized stand weight is 0.12 pounds per foot.  The 0.715” and 40 

count fiber cable weights are both 0.25 pounds per foot.  The hardware required includes a ¾” galvanized 
bolt; coarse thread protruding approximately from the face of pole will be required at each pole. 
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c. Central Maine Power:  The temporary utility poles shall be design for and unfactored tension in 
the sagged cables of 6200 pounds.  Holes will be needed to be drilled into the poles to  accommodate the 
attachment scheme shown on a sketch at the end of this Special Provision.  CMP shall design, supply and 
place there own hardware and hangers.   

 
510.09 Basis  of Payment:  Add the following: 
 
The contract lump sum price shall include payment for all materials, labor, and incidentals required 

to install the temporary utility poles and utility attachments and remove them when the project is  complete. 
The price shall also include the design of poles and assistance given to the utility companies to attach their 
utilities. 

 
The contract lump sum price shall include payment for all materials, labor, and incidentals required 

to install the temporary waterline and remove it when project is complete.  The price shall also include the 
design of hanger system and assistance given to the utility companies to attach their utilities.  
 
 
 










